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agents are not covered by your certifi-
cate. 

(2) For engines below 560 kW, identify 
a test facility in the United States 
where you can test your engines if we 
select them for testing under a selec-
tive enforcement audit, as specified in 
40 CFR part 1068. 

§ 1042.210 Preliminary approval. 
If you send us information before you 

finish the application, we will review it 
and make any appropriate determina-
tions, especially for questions related 
to engine family definitions, auxiliary 
emission control devices, deterioration 
factors, useful life, testing for service 
accumulation, maintenance, and com-
pliance with not-to-exceed standards. 
See § 1042.245 for specific provisions 
that apply for deterioration factors. 
Decisions made under this section are 
considered to be preliminary approval, 
subject to final review and approval. 
We will generally not reverse a deci-
sion where we have given you prelimi-
nary approval, unless we find new in-
formation supporting a different deci-
sion. If you request preliminary ap-
proval related to the upcoming model 
year or the model year after that, we 
will make best-efforts to make the ap-
propriate determinations as soon as 
practicable. We will generally not pro-
vide preliminary approval related to a 
future model year more than two years 
ahead of time. 

§ 1042.220 Amending maintenance in-
structions. 

You may amend your emission-re-
lated maintenance instructions after 
you submit your application for certifi-
cation, as long as the amended instruc-
tions remain consistent with the provi-
sions of § 1042.125. You must send the 
Designated Compliance Officer a writ-
ten request to amend your application 
for certification for an engine family if 
you want to change the emission-re-
lated maintenance instructions in a 
way that could affect emissions. In 
your request, describe the proposed 
changes to the maintenance instruc-
tions. We will approve your request if 
we determine that the amended in-
structions are consistent with mainte-
nance you performed on emission-data 
engines such that your durability dem-

onstration would remain valid. If oper-
ators follow the original maintenance 
instructions rather than the newly 
specified maintenance, this does not 
allow you to disqualify those engines 
from in-use testing or deny a warranty 
claim. 

(a) If you are decreasing, replacing, 
or eliminating or any specified mainte-
nance, you may distribute the new 
maintenance instructions to your cus-
tomers 30 days after we receive your 
request, unless we disapprove your re-
quest. We may approve a shorter time 
or waive this requirement. 

(b) If your requested change would 
not decrease the specified mainte-
nance, you may distribute the new 
maintenance instructions anytime 
after you send your request. For exam-
ple, this paragraph (b) would cover add-
ing instructions to increase the fre-
quency of a maintenance step for en-
gines in severe-duty applications. 

(c) You do not need to request ap-
proval if you are making only minor 
corrections (such as correcting typo-
graphical mistakes), clarifying your 
maintenance instructions, or changing 
instructions for maintenance unrelated 
to emission control. 

§ 1042.225 Amending applications for 
certification. 

Before we issue you a certificate of 
conformity, you may amend your ap-
plication to include new or modified 
engine configurations, subject to the 
provisions of this section. After we 
have issued your certificate of con-
formity, you may send us an amended 
application requesting that we include 
new or modified engine configurations 
within the scope of the certificate, sub-
ject to the provisions of this section. 
You must amend your application if 
any changes occur with respect to any 
information included in your applica-
tion. 

(a) You must amend your application 
before you take any of the following 
actions: 

(1) Add an engine configuration to an 
engine family. In this case, the engine 
configuration added must be consistent 
with other engine configurations in the 
engine family with respect to the cri-
teria listed in § 1042.230. 
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(2) Change an engine configuration 
already included in an engine family in 
a way that may affect emissions, or 
change any of the components you de-
scribed in your application for certifi-
cation. This includes production and 
design changes that may affect emis-
sions any time during the engine’s life-
time. 

(3) Modify an FEL for an engine fam-
ily as described in paragraph (f) of this 
section. 

(b) To amend your application for 
certification as specified in paragraph 
(a) of this section, send the Designated 
Compliance Officer the following infor-
mation: 

(1) Describe in detail the addition or 
change in the engine model or configu-
ration you intend to make. 

(2) Include engineering evaluations or 
data showing that the amended engine 
family complies with all applicable re-
quirements. You may do this by show-
ing that the original emission-data en-
gine is still appropriate with respect to 
showing compliance of the amended 
family with all applicable require-
ments. 

(3) If the original emission-data en-
gine for the engine family is not appro-
priate to show compliance for the new 
or modified engine configuration, in-
clude new test data showing that the 
new or modified engine configuration 
meets the requirements of this part. 

(c) We may ask for more test data or 
engineering evaluations. You must give 
us these within 30 days after we request 
them. 

(d) For engine families already cov-
ered by a certificate of conformity, we 
will determine whether the existing 
certificate of conformity covers your 
newly added or modified engine. You 
may ask for a hearing if we deny your 
request (see § 1042.920). 

(e) For engine families already cov-
ered by a certificate of conformity, you 
may start producing the new or modi-
fied engine configuration anytime after 
you send us your amended application 
and before we make a decision under 
paragraph (d) of this section. However, 
if we determine that the affected en-
gines do not meet applicable require-
ments, we will notify you to cease pro-
duction of the engines and may require 
you to recall the engines at no expense 

to the owner. Choosing to produce en-
gines under this paragraph (e) is 
deemed to be consent to recall all en-
gines that we determine do not meet 
applicable emission standards or other 
requirements and to remedy the non-
conformity at no expense to the owner. 
If you do not provide information re-
quired under paragraph (c) of this sec-
tion within 30 days, you must stop pro-
ducing the new or modified engines. 

(f) You may ask us to approve a 
change to your FEL in certain cases 
after the start of production. The 
changed FEL may not apply to engines 
you have already introduced into U.S. 
commerce, except as described in this 
paragraph (f). If we approve a changed 
FEL after the start of production, you 
must include the new FEL on the emis-
sion control information label for all 
engines produced after the change. You 
may ask us to approve a change to 
your FEL in the following cases: 

(1) You may ask to raise your FEL 
for your emission family at any time. 
In your request, you must show that 
you will still be able to meet the emis-
sion standards as specified in subparts 
B and H of this part. If you amend your 
application by submitting new test 
data to include a newly added or modi-
fied engine or fuel-system component, 
as described in paragraph (b)(3) of this 
section, use the appropriate FELs with 
corresponding production volumes to 
calculate your production-weighted av-
erage FEL for the model year, as de-
scribed in subpart H of this part. If you 
amend your application without sub-
mitting new test data, you must use 
the higher FEL for the entire family to 
calculate your production-weighted av-
erage FEL under subpart H of this part. 

(2) You may ask to lower the FEL for 
your emission family only if you have 
test data from production engines 
showing that emissions are below the 
proposed lower FEL. The lower FEL 
applies only to engines you produce 
after we approve the new FEL. Use the 
appropriate FELs with corresponding 
production volumes to calculate your 
production-weighted average FEL for 
the model year, as described in subpart 
H of this part. 
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